
AT-07L

IP INDOOR VIDEO
ENTRY PHONE

7" IP indoor video entry phone with IPS screen, 
resolution 1024x600 and the ability to connect alarm 
sensors.

The indoor video entry phone works on the Android 
6.0 operating system. It comes in 3 color variations: 
White, Gold, Black and has two installation options: 
wall mount and flush mount, using a special bracket.

Main features
Display: 7” IPS LCD, capacitive
touchscreen.
Screen resolution: 1024 x 600.
Built-in camera: No.
Power: PoE and + 12 V DC (PSU not included).
Power consumption: 6 W,
standby 2.5 W.
Dimensions: 236 x 128 x 26,5 mm.
Colors: Black, White, Gold.
Body: Aluminum.
Installation Type: Wall mount, flush mount with
a special bracket.

Possibilities of connection
Number of individual panels: Up to 9 panels.
Number of multi-apartment panels: Up to 9 panels.
Connection of additional monitors: Up to 8 monitors.
Additional connectors: SD card slot (SDHC).
Memory function: Record photo, video and audio
to SD card.
Interface: Multi-language graphical and
WEB interface.
Number of IP cameras: Up to 32 cameras.

Functional capabilities
Number of call ringtones: 9 melodies to choose.
Download custom MP3 ringtones: Yes.
Intercom type: Audio Intercom, no built-in camera.
Home automation control: Light, curtains, lift.
Scenarios: Yes.
Answering machine: Yes.
Support of receiving messages: Yes.
Multimedia features: View video, photo and audio
files from an SD card.
Standby mode: Yes, customizable by time.
Select the type of screensaver in standby mode:
     Multi-camera live viewing — up to IP 4 cameras
at the same time
     Clock
     Photo frame
     Live tour view — up to 16 cameras, time adjustable
     Single IP camera live viewing.
Do Not Disturb: Yes, customizable by time.
Silent mode: Yes, customizable by time.
Backup photos taken during the call: Yes,
to the SD card.
Ability to install third-party applications: Yes.
Support for third-party widgets: Yes.
Software update: 
     From the web interface
     From SD card
     From BAS-IP updates server

BLACK WHITE

GOLD

EAN: 5060514913567 (BLACK)
EAN: 5060514913550 (WHITE)
EAN: 5060514913574 (GOLD) 

User manual

POSTE DE RECEPTION
VIDEO IP

(NOIR)
(ARGENT)
(OR)

Caractéristiques principales
• Type : Poste de réception
• Ecran : 7’’ IPS LCD tactile
• Résolution : 1024x600
• Caméra intégrée : Non
• Consommation électrique : 6 W, en veille 2,5 W
• Alimentation : PoE, +12 V DC (alimentation non comprise)
• Matière : Aluminium
• Couleur : Argent, Or, Noir
• Dimensions : 236x128x26,5 mm
• Installation : Fixation murale, support sur pied en option

NOIR                 ARGENT        

OR

Fonctionnalités
• Sonneries d’appel : 9 mélodies au choix (sonneries per-

sonnalisées MP3 par téléchargement)
• Commande domotique : lumière, rideaux, ascenseurs
• Fonctions : scénarios, répondeurs, réception de messages
• Fonctionnalités multimédias : lecture vidéo, photo et 

audio (via carte SD)
• Mode veille : oui, personnalisable selon l’heure
• Économiseur d’écran en veille :

• Modes :  mode «Ne pas déranger» et «Silence»
• Sauvegarde de photos pendant l’appel : oui via carte SD
• Applications tierces : via téléchargement
• Mise à jour logicielle :

• Visualisation en direct multi-caméras jusqu’à 
4 caméras IP

• Horloge
• Cadre photo
• Vue de la visite en direct jusqu’à 16 caméras
• Vue en direct d’une caméra IP

Possibilités de connection
• Nombre de postes d’appel : jusqu’à 9
• Nombre de postes de réception : jusqu’à 8
• Connecteurs supplémentaires : carte SD (SDHC)
• Enregistrement : photo, vidéo et audio avec carte SD
• Interface graphique sur le poste ou depuis le Webser-

veur embarqué
• Nombre de caméras IP : jusqu’à 32

• Par interface Web
• Par carte SD
• Par les serveurs BAS-IP

Poste de réception vidéo tactile d’intérieur IP 7’’ avec 
écran IPS et possibilité de connecter une alarme. 
Il fonctionne avec le système d’exploitation Android 
6.0.

Il se décline en 3 couleurs et dispose de deux 
options d’installation : montage mural et montage sur 
support.
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